TECHNICAL INFORMATION

Visit bolon.com for updated information

TILES IMPACT
ROLLS TILES/PLANKS SOUND INSULATION
5 Weight 1SO 8543 2,8-3,0 kg/m’ 3,8 - 4,0 kg/m' 41 kg/m'
P
— Thickness IS0 1765 2,2-2,5mm 27-3,0mm 5,0 mm
g % Roll dimension EN 426 2m=-25m
(width - length)
=
ﬁ Tile dimension EN 994 50 x 50 em 20 pes/box, 5 m? 50x50cm

66,7 x 22,2 cm 27 pes/box, 4 m¢ 12 pcs/box, 3 m*

; Impact sound insulation* EN IS0 10140 11-14dB 11-14dB 17 dB
‘—, Castor Chair EN 985 Continous use
23 Body Voltage EN 1815 Fulfilled
Thermal resistance IS0 8302 Suitable for underfloor heating
H Airborne sound absorption®* EN IS0 354 0,05
E Colour fastness to light* EN 1SO 105-B02 8
Q Dimension stability IS0 2551 / EN 986 Fulfilled
Anti slip property DIN 51130 R9-R10
ﬁu Friction EN 13893 »0,3
E Reaction to fire EN 135011 B,-s1
Critical radiant flux ASTM E 648 Class 1
Smoke density ASTM E 662 <450

* Typical value ** EN 1815 replaces 150 6356
Tested according to EN 15114/EN 1307:2014

Qur collections are design protected.
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BOLON FLOORING IS PHTHALATE FREE
THE FLOW BACKING CONTAINS UP TO 40% RECYCLED MATERIAL (POST INDUSTRIAL)
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